
General Cleaning

The cleaning instructions contained herein are for informational purposes 
only and do not constitute in any form a guarantee, explicit or implicit 
for the product performance.

Tru-Steel HD® can be cleaned using common household detergents, such as Dawn or Simple Green, diluted 
with water to 5% and washed with a microfiber cloth, sponge, or soft bristle brush.
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Resistant Stains
For more resistant stains and residues (non-water-soluble) denatured alcohol or isopropyl alcohol can be used, diluted 
with at least 15% water. Excess liquid used in the cleaning process should be removed and dried using a cloth.

It is required to test any cleaning solution on a small, inconspicuous area before applying it to a larger surface 
to ensure compatibility. Additionally, prolonged exposure of the paint surface to the cleaning solution should be 
avoided to reduce the buildup of residue or any other unintended surface action, especially drying of the cleaning 
agents without rinsing. 

Limit contact to five minutes. After cleaning by any method, the surface can be rinsed with water; however, it is 
important to ensure that any drainage is free and clear of debris to facilitate proper water flow.

Testing & Exposure Time

Tru-Steel HD® was carefully designed to be a long-lasting and durable paint system. However, dirt and other 
contaminants can build up on the surface over time. To avoid damaging the product and to better ensure its 
longetivity, please follow these guidelines whenever cleaning its surface.

Cleaning Guidelines


